RTM-18 UTRA SHORT M18 i i [H] fsj ! ce
Series TUBULAR TYPE PHOTO SENSOR

*UTRASHORT BODY LENGTH : 30 MM ONLY
*UTRALONG SETTING DISTANCE : THRU BEAM 30.0M
*TWICE OUTPUT : NPN & PNP TWO OUTPUT

*HIGH SOLID COMPACT CONSTRUCTION : IP 67

*xHBREEER : 30 MM
*xHER@AERH : FBE30M
*EEHH L : NPN & PNP
*SEEMEE : IP 67
APPLICATION <f& A f5il

CAR WASHING MACHINE or CONVEYER N
SUEE B X BRER R

B SPECIFICATION /5 ¥4

DIFFUSE REFLEX | MIRROR REFLEX THRU BEAM

TYPE AT IEA SR R R EIE HEiEE
MODEL ZEUg% R18-10X | R18-10XB | M18-3MX | M18-3MXB | T18-30MX | T18-30MXB
OUTPUT STATUS #i-EikEE NO NC NO NC NO NC
SENSING DISTANCE #&HIBE Sk 15 CM 3M 30M
OPEATING VOLTAGE T{FEZR 10 ~ 30 VDC ; RIPPLE < 20% OF P-P
OPERATING CURRENT #E&E# 20 mA 20 mA Tx<20 mA ; Rx<15mA
OUTPUT METHOD #7951\ NPN & PNP TWO OUTPUT
OUTPUT CURRENT #@i-HE R 150 mA MAX.
RESIDUAL VOLTAGE IXEEEERR 0.8V MAX.
LEAKAGE CURRENT EiF&E# 0.8 mA MAX.
PROTECTION CIRCUIT {REE SHORT CIRCUIT & POLARITY REVERSED PROTECTION
RESPONSE TIME [%fERsRS 1 ms 5ms
SENS. ADJUSTER RE % 270°'TRIMMER NON
HYSTERESIS [EZ= 20 % OF SENSING DISTANCE MAX.
ILLUMINATION it &L 6 LAMPLIGH < 10,000 LUX ; SUNLIGHT < 20,000 LUX
LEAD WIRE 4875\ 4 ¢50¢4 x2M
HOUSING MATERIAL #2312 INTENSIVE ABS
OP. CIRCUMSTANCE T{FIBis -20°C ~ +607C ; 35% ~ 85% RH
PROTECTION CLASS {REZHR IP-67
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